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²ÄÖÊ  Material ÏîÄ¿ Project-Prod.item/Instrument
.

AxN-DC´¦Àí Treatment
.
¼¸ºÎ¹«²îGB/T1184 (ISO 2768-2) Geometrical tolerance K Î´×¢µ¹½Ç

Undimensioned
chamfers

1x45¡ã
ÃèÊö Description

Î´×¢¹«²îGB/T1804 (ISO 2768-2) Linear tolerance m AxN-DC200/300/400 Water cooling ,
Cold plate mounting½Ç¶È¹«²îAngular tolerance m
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R0,5 AxN-DC200/300/400 Ë®Àä£¬ÀäÈ´°å°²×°0.1 0.1 0.2 0.3 0.5 0.8 1.2 2
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冷却板安装孔距上下相同
The hole pitches of top and bottom are same

技术要求：
1、额外带绝缘护套的情况下可使用95mm2 power terminals.

塑料翻盖的旋转范围
Swivel range of the
connector cover

1/2"Gas,Max insert depth 15mm

U                               V                                W

DC-

DC+

M10 Torque 12---15N.m Water Output
1/2"Gas,Max insert depth 15mm

                        MOTOR OUTPUT
Use brass M10 bolts,tightening torque 12---18N.m
                 75-95 mm2 power terminals
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